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(57) ABSTRACT

A power supply module suitable for a server is provided. The
server includes a base and a main board. The main board is
disposed on the base. The power supply module includes a
frame and a first power connector. The frame is disposed on
the base and adjacent to an edge portion of the main board.
The first power connector is slidably disposed on the frame.
When the first power connector slides to a first position, the
first power connector protrudes from the frame and the edge
portion of the main board is located between the first power
connector and the base. When the first power connector slides
to a second position, the first power connector is located in the
frame.
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1
POWER SUPPLY MODULE AND SERVER
HAVING THE SAME

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims the priority benefit of China appli-
cation serial no. 201210535940.1, filed on Dec. 12,2012. The
entirety of the above-mentioned patent application is hereby
incorporated by reference herein and made a part of this
specification.

BACKGROUND

1. Technical Field

The disclosure relates to an electronic device and a power
supply module thereof. More particularly, the disclosure
relates to a server and a power supply module thereof.

2. Description of Related Art

A so-called server is usually utilized, in contemporary
computer systems, to effectively provide source management
to multiple computer main frames and provide more services
to each computer main frame. The server usually has better
computing power and bigger data storage space for multiple
computer frames to use. Generally speaking, the server has a
power supply module to provide powers during operations.
Take a rack mountable server as an example, a power supply
module thereof can include a main power connector and a
backup power connector to enhance stability of providing
powers to the server.

Some rack mountable servers fixes a backup power con-
nector on a main board with a fixing stand. However, the
fixing stand occupies more disposition space on the main
board, and therefore, dispositions of elements on the main
board are restricted. Additionally, the backup power connec-
tor can also be fixed on a frame of the power supply module.
Although such assembling method does not occupy disposi-
tion space on the main board, difficulties increase when dis-
sembling the main board because of interference of the
backup power connector and the main board. For example,
other components (such as a fan module) in the server have to
be designed as detachable components, such that the main
board has enough space for dissembling via dissemble the
component (the fan module). Additionally, some rack mount-
able servers fix backup power connectors in a detachable way
on frames of the power supply module and dissemble the
backup power connector from the power supply module first
before dissembling the main board, such that the main board
has enough space for dissembling. However, such design
complicates a dissembling procedure of the main board and
causes inconvenience in terms of reworking and maintaining
the main board.

SUMMARY

The disclosure provides a power supply module for easily
dissembling a main board of a server.

The disclosure provides a server having a power supply
module so as to easily dissemble a main board.

The disclosure provides a power supply module suitable
for a server. The server includes a base and a main board. The
main board is disposed on the base. The power supply module
includes a frame and a first power connector. The frame is
disposed on the base and adjacent to an edge portion of the
main board. The first power connector is slidably disposed on
the frame. When the first power connector slides to a first
position, the first power connector protrudes from the frame

10

15

20

25

30

35

40

45

55

60

2

and the edge portion of the main board is located between the
first power connector and the base. When the first power
connector slides to a second position, the first power connec-
tor is located in the frame.

The disclosure provides a server including a base, a main
board and a power supply module. The main board is dis-
posed on the base. The power supply module includes a frame
and a first power connector. The frame is disposed on the base
and adjacent to an edge portion of the main board. The first
power connector is slidably disposed on the frame. When the
first power connector slides to a first position, the first power
connector protrudes from the frame and the edge portion of
the main board is located between the first power connector
and the base. When the first power connector slides to a
second position, the first power connector is located in the
frame.

In an embodiment of the disclosure, the frame is a
U-shaped plate.

In an embodiment of the disclosure, when the first power
connector is located at the first position, the first power con-
nector stops the edge portion of the main board moving away
from the base along a first direction, and when the first power
connector is located at the second position, the main board
moves away from the base along the first direction.

In an embodiment of the disclosure, the first power con-
nector is slidably disposed on the frame along a second direc-
tion, and the first direction is perpendicular to the second
direction.

In an embodiment of the disclosure, the server further
comprises a fan module. The fan module is disposed on the
base and stops the main board moving away from the frame
along a second direction, and the first direction is perpendicu-
lar to the second direction.

In an embodiment of the disclosure, the power supply
module further comprises an elastic component connected
between the frame and the first power connector, wherein
when the first power connector is located at the first position,
the elastic component stores an elastic potential, and the first
power connector slides to the second position via elastic force
of the elastic component.

In an embodiment of the disclosure, the frame has a front
end and a back end opposite to each other. The front end is
adjacent to the edge portion of the main board. When a power
plug is plugged in the first power connector from the back end
of the frame, the power plug resists the elastic force of the
elastic component and pushes the first power connector, such
that the first power connector protrudes from the front end of
the frame and arrives to the firs position. When the power plug
is disconnected from the first power connector, the first power
connector returns back to the second position via the elastic
force of the elastic component.

In an embodiment of the disclosure, the first power con-
nector comprises a circuit board and a power socket. The
circuit board is slidably disposed on the frame, and the power
socket is disposed on the circuit board.

In an embodiment of the disclosure, the power supply
module further comprises a second power connector disposed
at the edge portion of the main board, wherein the second
power connector is a main power connector and the first
power connector is a backup power connector.

In an embodiment of the disclosure, the power supply
module further comprises a partition plate disposed in the
frame, wherein the frame has a convex hull, a sliding slot is
formed between the convex hull and the partition plate, and
the first power connector is slidably disposed in the sliding
slot.
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In an embodiment of the disclosure, the first power con-
nector has a first stopping protrusion portion and a second
stopping protrusion portion. When the first power connector
slides to the first position, the first stopping protrusion portion
contacts with the convex hull to position the first power con-
nector at the first position. When the first power connector
slides to the second position, the second stopping protrusion
portion contacts with the frame to position the first power
connector at the second position.

In summary, the first power connector of the disclosure is
disposed in the frame of the power supply module in a slid-
ably disposed way, such that the first power connector slides
along the frame and protrudes from the frame so as to supply
powers, or the first power connector can slide along the frame
and move into the frame. When a user tries to dissemble the
main board, the user can move the first power connector into
the frame, so as to prevent the first power connector protruded
from the frame from interfering with the edge portion of the
main board that causes problems when dissembling the main
board. Therefore, the main board can be dissembled smoothly
without dissembling the first power connector of the power
supply module or other components of the server, so as to
enhance convenience for reworking and maintaining the main
board.

In order to make the above features and advantages of the
disclosure more comprehensible, several embodiments
accompanied with figures are described in detail below.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates a perspective view of some components
of a server according to an embodiment of the disclosure.

FIG. 2 is a cross-sectional view of a portion of the server
depicted in FIG. 1 along a line I-1.

FIG. 3 is a perspective view of the power supply module of
FIG. 1.

FIG. 4 and FIG. 5 are schematic views of a first power
connector sliding into the frame depicted in FIG. 2 and FIG.
3, respectively.

FIG. 6 is a schematic view of dissembling the main board
depicted in FIG. 4 along a first direction.

FIG. 7 is a top view of the server of FIG. 1.

FIG. 8 is an exploded view of some components of the
power supply module of FIG. 1.

FIG. 9 is an exploded view of a first power connector of
FIG. 8.

FIG. 10 is a partial perspective view of the power supply
module of FIG. 1.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

FIG. 1 illustrates a perspective view of some components
of a server according to an embodiment of the disclosure.
Referring to FIG. 1. A server 100 of the present embodiment
includes a base 110, a main board 120 and a power supply
module 130. The main board 120 is disposed on the base 110.
The power supply module 130 includes a frame 132, a first
power connector 134 and a second power connector 136. The
frame 132 of the power supply module 130 is a U-shaped
plate disposed on the based 110 and adjacent to an edge
portion 122 of the main board 120. The second power con-
nector 136, for example, is a main power connector of the
server 100 and is disposed at the edge portion 122 of the main
board 120. The first power connector 134, for example, is a
backup power connector of the server 100 and is slidably
disposed on the frame 132.
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FIG. 2 is a cross-sectional view of a portion of the server
depicted in FIG. 1 along a line I-1. FIG. 3 is a perspective view
of the power supply module of FIG. 1. FIG. 4 and FIG. 5 are
schematic views of a first power connector sliding into the
frame depicted in FIG. 2 and FIG. 3, respectively. In order to
make the figures more clearly illustrated, the frame shown in
FIG. 3 and FIG. 5 is illustrated in a perspective manner. When
the first power connector 134 slides to a first position P1, as
shown in FIG. 3, the first power connector 134 protrudes from
the frame 132 and the edge portion 122 of the main board 120
is located between the first power connector 134 and the base
110 (Referring to FIG. 3). For the time being, the first power
connector 134 is located above the main board 120 and stops
the edge portion 122 of the main board 120 moving away
from the base 110 along a first direction D 1. In other words,
in a situation that the first power connector 134 is located at
the first position P1, if a user tries to dissemble the main board
120 along the first direction D1, the first power connector 134
stops the main board 120, and therefore dissembling the main
board 120 cannot be performed.

FIG. 6 is a schematic view of dissembling the main board
depicted in FIG. 4 along the first direction. When the first
power connector 134 slides to a second position P2, as shown
in FIG. 4 and FIG. 5, the first power connector 134 is located
in the frame 132. For the time being, the first power connector
134 does no longer block the main board 120 on the top, such
that the main board 120 moves away from the base 110 along
the first direction D1, as shown in FIG. 6. Accordingly, when
the user tries to dissemble the main board 120, the user can
move the first power connector 134 to the second position P2
for the first power connector 134 to be located in the frame
132, so as to prevent the first power connector 134 protruded
from the frame 132 from interfering with the edge portion 122
of the main board 120 that causes problems when dissem-
bling the main board 120. Therefore, the main board 120 can
be dissembled smoothly without dissembling the first power
connector 134 of the power supply module 130 or other
components of the server 100, so as to enhance convenience
for reworking and maintaining the main board 120.

In the present embodiment, the first power connector 134,
for example, is slidably disposed on the frame 132 along a
second direction D2 that is perpendicular to the first direction
D1, and is capable of sliding along the frame 132 so as to be
located on top of the main board 120, as shown in FIG. 2, or
to move away from the top ofthe main board 120, as shown in
FIG. 4. FIG. 7 is a top view of the server of FIG. 1. Referring
to FIG. 1 and FIG. 7. The server 100 of the present embodi-
ment further includes a fan module 140. The fan module 140
is disposed on the base 110 to dissipate heat generated by the
server 100. Since the first power connector 134 of the present
embodiment can slide to the second position P2, as shown in
FIG. 4, and move away from the top of the main board 120,
the main board 120 can still be dissembled along the first
direction D1 even when the fan module 140 stops the main
board 120 moving along the second direction D2, as shown in
FIG. 1 and FIG. 7. Accordingly, the fan module 140 is
designed to be detachable so that the main board 120 does not
need to be detachable. Therefore, a configuration of compo-
nents in the server 100 is simpler, and manufacturing and
assembling costs are reduced.

A detailed description is provided below to explain how the
first power connector 134 slides along the frame 132. FIG. 8
is an exploded view of some components of the power supply
module of FIG. 1. Referring to FIG. 3 and FIG. 8. In the
present embodiment, the power supply module 130 further
includes an elastic component 138 (two are illustrated). The
elastic component 138, for example, is a tension spring and
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connected between the frame 132 and the first power connec-
tor 134. When the first power connector 134 is located at the
first position P1, as shown in FIG. 2 and FIG. 3, the elastic
component 138 is stretched and stores elastic potential. When
the elastic component 138 releases the elastic potential, the
first power connector 134 slides to the second position P2 via
elastic force of the elastic component 138, as shown in FIG. 4
and FIG. 5.

Furthermore, the frame 132 has a front end 1324 and a back
end 1324 opposite to each other, as shown in FIG. 1 and FIG.
7, and the front end 132a is adjacent to the edge portion 122
of the main board 120. When an external force is not applied
to the first power connector 134, the elastic component 138 is
not stretched, and the first power connector 134 is located at
the second position P2 and hidden in the frame 132, as shown
in FIG. 4 and FIG. 5. When an external power plug 50 (illus-
trated in FIG. 2) is plugged in the first power connector 134
from the back end 1324 of the frame 132, the power plug 50
resists the elastic force of the elastic component 138 and
pushes the first power connector 134 to a state as shown in
FIG. 2, such that the first power connector 134 protrudes from
the front end 1324 of the frame 132 and arrives to the first
position P1 so as to supply powers to the server 100. When the
power plug 50 is disconnected from the first power connector
134, the first power connector 134 does not receive forces
from the power plug 50 and returns to the second position P2
via the elastic force of the elastic component 138, as shown in
FIG. 4 and FIG. 5, and moves away from the top of the main
board 120, such that the main board 120 can be dissembled
along the first direction D1. In a process of disconnecting the
power plug 50, the first power connector 134 returns to the
second position P2 via the elastic force of the elastic compo-
nent 138. Furthermore, the first power connector 134 can be
moved toward the second position P2 via a friction force
between the power plug 50 and the first power connector 134.

FIG. 9 is an exploded view of the first power connector of
FIG. 8. FIG. 10 is a partial perspective view of the power
supply module of FIG. 1. Referring to FIG. 8 and FIG. 10. The
first power connector 134 of the present embodiment includes
a circuit board 134a and a power socket 13456. The circuit
board 134aq is slidably disposed on the frame 132, and the
power socket 13456 is disposed on the circuit board 134a and
slides with the circuit board 134a along the frame 132. Spe-
cifically speaking, the power supply module 130 further
includes a partition plate 139. The partition plate 139 is dis-
posed in the frame 132. The frame 132 has two convex hulls
132¢ on both sides thereof (two are illustrated in FIG. 3 and
FIG. 5). The convex hulls are manufactured to the frame 132
in a stamping process. A sliding slot 139a is formed between
each convex hull 132¢ and a side of the partition plate 139,
and the circuit board 1344 of the first power connector 134 is
slidably disposed in the sliding slot 1394, such that the first
power connector 134 slides between the first position P1, as
shown in FIGS. 2 and 3, and the second position P2, as shown
in FIGS. 4 and 5, along the sliding slot 139a.

Referring to FIG. 2. In the present embodiment, the first
power connector 134 has a first stopping protrusion portion
134¢. When the first power connector 134 slides to the first
position P1, as shown in FIG. 2, the first stopping protrusion
portion 134¢ contacts with the convex hull 132¢ in the frame
132 to position the first power connector 134 at the first
position P1 so as to prevent the first power connector 134
from disengaging the frame 132. In addition, referring to FIG.
10. The first power connector 134 further has a second stop-
ping protrusion portion 134d. When the first power connector
134 slides to the second position P2, as shown in FIG. 10, the
second stopping protrusion portion 1344 contacts with the
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frame 132 to position the first power connector 134 at the
second position P2. In the present embodiment, the second
stopping protrusion portion 1344 has functions of positioning
the first power connector 134 as described above. Further-
more, as shown in FIG. 10, the second stopping protrusion
portion 1344 is used to connect with one end of the elastic
component 138 and the other end of the elastic component
138 connects with a connecting portion 132d on the frame
132, such that the elastic component 138 can be stretched
with a movement of the first power connector 134 along the
frame 132.

In summary, the first power connector of the disclosure is
disposed at the frame of the power supply module in a slid-
ably disposed way, such that the first power connector can
slide along the frame and protrudes from the frame so as to
supply powers, or the first power connector can move along
the frame and move into the frame. When a user tries to
dissemble the main board, the user can move the first power
connector into the frame, so as to prevent the first power
connector protruded from the frame from interfering with the
edge portion of the main board that causes problems when
dissembling the main board. Therefore, the main board can be
dissembled smoothly without dissembling the first power
connector of the power supply module or other components
of'the server, so as to enhance convenience for reworking and
maintaining the main board. In addition, when an external
power plug is plug in the first power connector and move the
first power connector to protrude from the frame, the elastic
component connected between the frame and the first power
connector stores an elastic potential. Accordingly, when the
power plug is disconnected from the first power connector,
the first power connector automatically returns into the frame
via the elastic force of the elastic component, so as to enhance
convenience in terms of using the power supply module.

Although the disclosure has been disclosed by the above
embodiments, they are not intended to limit the disclosure. It
will be apparent to people of ordinary skill in the art that
modifications and variations to the structure of the disclosed
embodiments may be made without departing from the spirit
and the scope of the disclosure. Accordingly, the protection
scope of the disclosure falls in the appended claims.

What is claimed is:

1. A power supply module, configured for a server, wherein
the server comprises a base and a main board, the main board
is disposed on the base, the power supply module comprises:

a frame, disposed on the base and adjacent to an edge

portion of the main board; and

a first power connector, slidably disposed on the frame,

wherein when the first power connector slides to a first
position, the first power connector protrudes from the
frame and the edge portion of the main board is located
between the first power connector and the base, and
when the first power connector slides to a second posi-
tion, the first power connector is located in the frame.

2. The power supply module as recited in claim 1, wherein
the frame is a U-shaped plate.

3. The power supply module as recited in claim 1, wherein
when the first power connector is located at the first position,
the first power connector stops the edge portion of the main
board moving away from the base along a first direction, and
when the first power connector is located at the second posi-
tion, the main board moves away from the base along the first
direction.

4. The power supply module as recited in claim 3, wherein
the first power connector is slidably disposed on the frame
along a second direction, and the first direction is perpendicu-
lar to the second direction.
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5. The power supply module as recited in claim 3, wherein
the server further comprises a fan module, the fan module is
disposed on the base and stops the main board moving away
from the frame along a second direction, and the first direc-
tion is perpendicular to the second direction.

6. The power supply module as recited in claim 1, further
comprising an elastic component connected between the
frame and the first power connector, wherein when the first
power connector is located at the first position, the elastic
component stores an elastic potential, and the first power
connector slides to the second position via elastic force of the
elastic component.

7. The power supply module as recited in claim 6, wherein
the frame has a front end and a back end opposite to each
other, the front end is adjacent to the edge portion of the main
board, when a power plug is plugged in the first power con-
nector from the back end of the frame, the power plug resists
the elastic force of the elastic component and pushes the first
power connector, such that the first power connector pro-
trudes from the front end of the frame and arrives to the firs
position, and when the power plug is disconnected from the
first power connector, the first power connector returns back
to the second position via the elastic force of the elastic
component.

8. The power supply module as recited in claim 1, wherein
the first power connector comprises a circuit board and a
power socket, the circuit board is slidably disposed on the
frame, and the power socket is disposed on the circuit board.

9. The power supply module as recited in claim 1, further
comprising a second power connector, disposed at the edge
portion of the main board, wherein the second power connec-
tor is a main power connector and the first power connector is
a backup power connector.

10. The power supply module as recited in claim 1, further
comprising a partition plate disposed in the frame, wherein
the frame has a convex hull, a sliding slot is formed between
the convex hull and the partition plate, and the first power
connector is slidably disposed in the sliding slot.

11. The power supply module as recited in claim 10,
wherein the first power connector has a first stopping protru-
sion portion and a second stopping protrusion portion, when
the first power connector slides to the first position, the first
stopping protrusion portion contacts with the convex hull to
position the first power connector at the first position, and
when the first power connector slides to the second position,
the second stopping protrusion portion contacts with the
frame to position the first power connector at the second
position.

12. A server, comprising:

a base;

a main board, disposed on the base; and

a power supply module, comprising:

a frame, disposed on the base and adjacent to an edge
portion of the main board; and

a first power connector, slidably disposed on the frame,
wherein when the first power connector slides to a first
position, the first power connector protrudes from the
frame and the edge portion of the main board is
located between the first power connector and the
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base, and when the first power connector slides to a
second position, the first power connector is located in
the frame.

13. The server as recited in claim 12, wherein when the first
power connector is located at the first position, the first power
connector stops the edge portion of the main board moving
away from the base along a first direction, and when the first
power connector is located at the second position, the main
board moves away from the base along the first direction.

14. The server as recited in claim 13, wherein the first
power connector is slidably disposed on the frame along a
second direction, and the first direction is perpendicular to the
second direction.

15. The server as recited in claim 13, further comprising a
fan module, wherein the fan module is disposed on the base
and stops the main board moving away from the frame along
a second direction, and the first direction is perpendicular to
the second direction.

16. The server as recited in claim 12, wherein the power
supply module further comprises a elastic component con-
nected between the frame and the first power connector,
wherein when the first power connector is located at the first
position, the elastic component stores an elastic potential, and
the first power connector slides to the second position via
elastic force of the elastic component.

17. The server as recited in claim 16, wherein the frame has
afrontend and a back end opposite to each other, the frontend
is adjacent to the edge portion of the main board, when a
power plug is plugged in the first power connector from the
back end of the frame, the power plug resists the elastic force
of'the elastic component and pushes the first power connector,
such that the first power connector protrudes from the front
end of the frame and arrives to the firs position, and when the
power plug is disconnected from the first power connector,
the first power connector returns back to the second position
via the elastic force of the elastic component.

18. The server as recited in claim 12, wherein the first
power connector comprises a circuit board and a power
socket, the circuit board is slidably disposed on the frame, and
the power socket is disposed on the circuit board.

19. The server as recited in claim 12, wherein the power
supply module further comprises a second power connector
disposed at the edge portion of the main board, wherein the
second power connector is a main power connector and the
first power connector is a backup power connector.

20. The server as recited in claim 12, wherein the power
supply module further comprises a partition plate disposed in
the frame, wherein the frame has a convex hull, a sliding slot
is formed between the convex hull and the partition plate, and
the first power connector is slidably disposed in the sliding
slot.

21. The server as recited in claim 20, wherein the first
power connector has a first stopping protrusion portion and a
second stopping protrusion portion, when the first power
connector slides to the first position, the first stopping protru-
sion portion contacts with the convex hull to position the first
power connector at the first position, and when the first power
connector slides to the second position, the second stopping
protrusion portion contacts with the frame to position the first
power connector at the second position.
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